








Smart Engineering

At Anthem, we have a straightforward goal — to design, engineer
and manufacture audio/video products that deliver performance
and convenience at a reasonable price. We do this by spending
thousands of hours selecting and testing components, carefully
designing our own circulit topologies, and backing them with
robust power supplies that ensure maximum long-term quality
and reliability.

TECHNICAL SPECIFICATIONS

AVM 70 15.2 Channel A/V Pre-Ampli er/Processor

PREAMPLIFIER CHANNELS
Maximum Output (<0.1% THD)

Frequency Response

10.7 VRMS, Subwoofer 11 VRMS

20 Hz — 35 kHz (+/-0.2dB)

Frequency Response, Analog-Direct20 Hz — 80 kHz (+0, -2 dB)

THD+N (4 Vrms output) *

-100 dB

S/N Ratio (4 Vrms output, IEC-A Iter)10 dB

XLR Con guration

POWER CONSUMPTION
Typical Load

Standby

Standby IP Control Enabled
Standby HDMI Bypass Enabled

DIMENSIONS

Height (without feet)
Height with Rackmount Kit
Width

Depth

Pin 1: Ground, Pin 2: Positive,
Pin 3: Negative

60 W
0.3W
1.8wW

49W

6” (15.24 cm)
4U
17" (43.18 cm)

14-1/2” (36.4 cm)

All speci cations are subject to change without notice. *Including Wi-Fi antenna and no power cord.

Anthem, ARC, Sonic Frontiers, and Paradigm are trademarks or registered trademarks of Paradigm Electronics Inc. All rights reserved.

All other trademarks are the property of their respective owners.

Integration Ready

At Anthem, we pride ourselves on playing nice with others,
no matter the ask. As a result, we've made the AVM 70 A/V
Processor the ultimate nerve center for any home theatre or
media room by treating ease of integration as a top priority.
The AVM 70 A/V Processor features RS232 Serial and IP
control capabilities for easy customization and compatibility
with common third-party integration solutions.
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