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Every component in the crossover is 
carefully selected for their audiophile 
quality and the crossover is designed 
especially for every PHANTOM E model.

All PHANTOM E series models include 
PTC (Polymeric Positive Temperature 
Coefficient device) safety function. 
This safeguards the driver components 
from overheating if played at very loud 

Crossover

volumes over a long period. Install 
speakers are often played to fill more 
than just the room they are mounted 
in, so  If the listener is in another room 
the volume can accidently be turned up 
to extremely high levels, and therefore 
permanently  damage the speakers. 
The PTC system will prevent this for 
happening, since it acts like a fuse if 
the current get to high. 

All internal wiring is optimized for the 
speaker design and is placed and 
secured to eliminate the possibility 
of rattling. The terminals are placed 
directly on the crossover for the 
shortest possible signal path, and the 
spring loaded grip ensures the best 
possible long lasting connection to the 
speaker wire.

The spring loaded terminals delivers a tight and secure grip on the speaker cables for a lasting connection.
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Distribute sound and HF tilt

All PHANTOM E series models have 
two audio settings that can be used to 
adjust the performance of the speaker.

Focus/Distribute: This toggle enables 
the tweeter module to disperse the 
high frequencies better. If the normal 
listing position is close to the speaker, 
no more than 25 degrees off-axis, the 
Focus setting should be used for the 
best possible experience. If, on the 

other hand, the normal listing position 
is beyond 25 degrees off-axis, the 
Distribute setting can be engaged to 
help the tweeter disperse the high 
frequency father. This will improve the 
audio experience at odd angles in the 
room.

Normal/HF Tilt: When placing two 
speakers at a great distance from each 
other, creating a good soundstage 

can be difficult to achieve. To improve 
the audio experience under these 
conditions, DALI has included the 
possibility to add an extra 3dB to 
the high frequency output, to enable 
the sound to travel further. In many 
cases, this will help deliver a better 
soundstage even under extreme 
conditions.
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With three models in the brand new 
PHANTOM E series, the installation 
and performance of DALI in-ceiling 
speakers been improved to unseen 
and unheard levels. The flexibility 
of these fantastic speakers means 
that they are now an easy choice for 
customers who require quality audio 
in compact living spaces, much 
larger living areas or even public 
places.

PHANTOM E-50
This compact in-ceiling speaker 
delivers an incredibly clear and 
well-defined audio experience, and 
impresses despite its size with the 

Application

level of bass it can produce. Its size 
makes it perfect for a stereo setup in 
a small room, or as a rear speaker in 
a larger room surround sound setup.

PHANTOM E-60
This model is the perfect all-round 
speaker. It is not too big, and 
therefore still easy to place, but big 
enough to deliver a full and complete 
audio experience. Use it for a stereo 
setup in a kitchen or family room, or 
to complete a large room surround 
setup as the side or rear speakers. 
The PHANTOM E-60 can also be 
mounted into the optional back box, 
which has been designed to provide 
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the E-60 with the perfect acoustic 
environment for the optimal audio 
performance. It also help insulate the 
sound projected backward thereby 
keeping music and movie sound from 
disturbing other rooms or neighbours.

PHANTOM E-80
Big sound is what this model is all 
about. Drawing on every part of its 
8” woofer, it will fill even very large 
rooms with sound high quality audio, 
whilst still keeping the bass under 
control. This makes it the perfect 
choice as the main speaker in a living 
room setup for either stereo sound or 
a surround system. 
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Available accessories

Square front grill, for PHANTOM E-50, E-60 and E-80. 

Back box, for PHANTOM E-60.
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PHANTOM E-50 PHANTOM E-60 PHANTOM E-80

Frequency Range +/-3dB [Hz] 58 – 25,000 52 – 25,000 44 – 25,000

Sensitivity (2.83V/1m)[dB] 87 88 89.5

Nominal Impedance [ohm] 8 8 6

Maximum SPL [dB] 104 105 107

Crossover Frequency [Hz] 3.600 3.300 3.260

Recommended Placement In-ceiling/In-wall In-ceiling/In-wall In-ceiling/In-wall

Recommended Amplifier Power [Watt] 40 - 120 30 - 120 30 - 150

High Frequency Driver 1 x 28 mm soft dome 1 x 28 mm soft dome 1 x 28 mm soft dome

Low Frequency Driver 1 x 5.25” 1 x 6½” 1 x 8”

Connection Input Single wire Single wire Single wire

Dimensions (Ø x D) [cm] 23.0 x 9.95 25.8 x 9.95 29.4 x 10.9

Dimensions (Ø x D) [inches] 9.1 x 3.9 10.2 x 3.9 11.6 x 4.3

Cut-out Dimensions (Ø) [cm] 19.9 22.5 26.1

Cut-out Dimensions (Ø) [inches] 7.83 8.86 10.3

Functions Normal/HF Tilt  
Focus/Distributed

Normal/HF Tilt  
Focus/Distributed

Normal/HF Tilt  
Focus/Distributed

Weight [kg/lbs] 1.58/3.50 1.92/4.25 2.36/5.15

Finish White White White

Accessories Cut-out template
Front grille

Square front grille (option)
Logo badge

Cut-out template
Front grille

Square front grille (option)
Logo badge

Cut-out template
Front grille

Square front grille (option)
Logo badge

TABLE 2 - PHANTOM E Series TECHNICAL SPECIFICATIONS

All technical specifications are subject to change without notice.


